P Paslode

James Hardie® Fixing Applications Guide - Sheet Products

James Hardie® External Cladding Products

A smarter way to build

e 000 00 ® | Duo-Fast Pneumatic 50 x 2.5mm Stainless Ring 0° Coil Nail D41580
e e 06 0 0 0 ©® Duo-Fast Pneumatic 45 x 2.5mm (D41260) or 50 x 2.5mm (D41510) Hot Dip Galvanised 0° Coil Nail
[ ) o ©® Duo-Fast Pneumatic 32 x 2.7mm Hot Dip Galvanised Smooth 0° Coil Nail D41810
e 0 0 0 0 ) Paslode Pneumatic 50 x 2.5mm Stainless Ring 15° Coil Nail B25145
e o 060 0 0 (] Paslode Pneumatic 45 x 2.5mm (B25135) or 50 x 2.5mm (B25140) Hot Dip Galvanised 15° Coil Nail
[ ) ° o Paslode Pneumatic 32 x 2.7mm Hot Dip Galvanised Ring 15° Coil Nail B25115
e 00 0 0 ) Paslode Impulse 50 x 2.87mm Hot Dip Galvanised Ring CladFast Framing Nail B20548
e e 060 0 0 ) Paslode Impulse 50 x 2.5mm Stainless Ring 0° Coil Nail B40024
e 06 060 0 0 ® Paslode Impulse 50 x 2.5mm Hot Dip Galvanised Ring 0° Coil Nail B40022
e 06 060 0 0 () Paslode Impulse 45 x 2.5mm Hot Dip Galvanised Ring 0° Coil Nail B40021
[ ) ° ) Paslode Impulse 32 x 2.7 Hot Dip Galv Smooth 0° Coil Nail B40027
EEBEEZES 2 2 g 3 2
S o £ § E 8 L 9 2 S g
§58o 22 E5d3283
SIS EE O = o~ =
§8§cCt& 23BS 28
£238353 g82gz28
228888 S:zEBEeS
3 = % = B 2 £ g § =
E o z 35 =3 m £ E
EE B58 ES3°TE
= B2 £:28 ¢
g 2 3
&

Paslode Impulse CoilMaster IM50S B40001

James Hardie

product and design manuals for

Please refer to James Hardie
fixing instructions.

Do not overdrive the nail.

Use No Mar Contact attachment

where required.




